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FARROWING    & 
GROWING 
BUILDING 


This  farrowing  and  growing  building  is  intended 
to  provide  an  improved  environment  for  the  animals 
and  labor-saving  facilities  for  the  operator.  The  pigs 
may  be  held  in  the  growing  pens  from  weaning  age 
until  they  are  sold  as  feeder  pigs  or  are  moved  to  a 
finishing  building  where  they  can  be  kept  until  they 
reach  market  weight.  This  facility  is  intended  for  use  in 
moderate  climates. 

The  building  is  24  feet  wide  and  44  feet  long  and 
contains  seven  farrowing  pens,  a  wash  pen,  and  four 
growing  pens.  The  farrowing  and  growing  areas  are 
separated  by  a  solid  partition.  Ventilation  of  the  two 
spaces  is  independently  controlled  by  thermostatically 
operated  exhaust  fans.  Slotted  metal  panels  over 
water-filled  pits  are  used  as  part  of  the  floor  in  both  the 
farrowing  and  growing  pens. 

Four  inches  of  insulation  is  installed  above  the  ceiling 
to  reduce  both  heat  gain  in  hot  weather  and  heat  loss 
in  cold  weather.  No  insulation  is  shown  for  the  exterior 
walls,  but  waterproof  fill  insulation  may  be  placed  in 
the  cores  of  the  blocks  if  desired.  Supplementary  heat 
for  the  baby  pigs  is  provided  in  the  farrowing  pens 
by  infrared  heat  lamps. 
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PLAN  VIEW 

A  trussed  roof  is  used  to  eliminate  the  need  for 
interior  supports.  The  working  drawings  include  details 
of  truss  construction  for  those  who  may  wish  to  build 
their  own  trusses.  However,  suitable  commercially 
fabricated  trusses  are  widely  available  and  may  be 
substituted.  Sheet  metal  roofing  with  2  1/2-inch 
corrugations  is  supported  by  2-  by  4-inch  purlins  spaced 
not  more  than  24  inches  on  centers.  Roofing  sheets 
14  feet  long  will  extend  from  the  ridge  to  the  eave, 
eliminating  end  lapping  of  the  sheets. 
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FARROWING 
ROOM 
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HALF    SECTION        (  GWOW7NG    ROOM  ) 


HALF    SECTION     (  FARROWING     ROOM  ) 
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ELECTRICAL    LAYOUT 

Q  LIGHTING   OUTLET 
4$   DUPLEX   CONVENIENCE    OUTLET, 

WEATHERPROOF,  GROUNDING    TYPE 
®  DUPLEX  TWIST    LOCK  OUTLET 

FOR  INFRARED    HEAT  LAMPS 
®  AUGER   OUTLET 
©   FAN    OUTLET 
Lfl   THERMOSTAT 


Complete  working  drawings  may  be  obtained  from  the  extension  agricultural 
engineer  at  your  State  university.  There  may  be  a  small  charge  to  cover  cost  of 
printing. 

If  you  do  not  know  the  location  of  your  State  university,  send  your  request  to 
Agricultural  Engineer,  Federal  Extension  Service,  U.S.  Department  of  Agriculture, 
Washington,  D.C.  20250.  He  will  forward  your  request  to  the  correct  university. 

ORDER  PLAN  NO.  5992,  FARROWING  AND  GROWING  BUILDING  FOR 

HOGS 


U.S.  GOVERNMENT  PRINTING  OFFICE       1969  OL  — 323-867 


